














Technical Data Compressor

Model

Designation Sales code: 105H7003

Controller NLV XT MV 105N4866

Sales code single: 105N4866 (1 units) Controller dimensions:

Sales code industry pack: 105N4867 (8 units)

Adaption to compressor: detached

Protection class: IP43

Weight: 1,5kg/3,3lbs

Voltage nom. 100-240V50/60Hz1~AC

Voltage range 90-150/180-270V

Max, current: 4,2A(230V)/8,4A(115V)

LRA (Locked Rotor Amperage):1,2A

Cable length: 630mm

Compressor speed range: 2000-4500rpm

Housing plastic: UL94-5VA

Operation Limits

Suctiongas temperature < +20°C (contininous operation)

System cooling

Ambient/ machineroom temperatures minimum /maximum

Ambient temperature range: 10 - 43°C / 50 - 110°F

Machine room temperature range compressor: 10 - 48°C / 50 - 119°F

Machine room temperature range controller: 10 - 50°C / 50 - 122°F

Compressor and Controller Cooling: Fan cooling 3m/s

Ensure proper airflow of 3 m/s at both compressor and electronic units. 

The airflow for the electronics must be directed to the heat sink.

Operation pressure range R290
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Technical Data Compressor

Model

Designation Sales code: 105H7003

Controller NLV XT MV 105N4866

Controller connections

Accessories (Compressor + Controller) - check operation manual for details

103N2008 plastic cover
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Spade connectors 6.3 x 0.8

RAST 2.5RAST 5 RJ45 connector

RAST 5
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