Technical Data Compressor SECCTP
Model
Designation TL3G 920-240V/50Hz 1~ 208-230V/60Hz 1~ Sales code: 102G4353
Compressor design
Oil type Polyolester Refrigerant(s) R134a, , R513A
Qil viscosity 15¢ST Displacement 3,13cm3/ 0,19cu.in
Oil quantity 285cm3/ 9,7fl.oz Compressors on pallet 125
Refr. charge - tech. limit 400g / 14,10z
Free gas volume comp. 1500cm3 / 50,7fl.0z
Weight 6,8kg / 15lbs
Motor protection 1# internal
Winding resistance main 24,6Y (at 25AC)
Winding resistance aux 15,8Y (at 25AC)
Max. winding temp. 125°C / 257°F
Max. discharge temp. 130°C / 266°F
General - Configurations with TL3G
Conf. 1 Conf. 2 Conf. 3 Conf. 4
Motorconfiguration CSIR RSIR CSIR RSIR
Power supply (nominal) 220-240V/50Hz 220-240V/50Hz 208-230V/60Hz 208-230V/60Hz
Number of phases 1 1 1 1
Voltage range 187-254V 187-254V 198-254V 198-254V
Approvals CCC, EAC, UL, EN 60335-2-34 CCC, EAC, UL, EN 60335-2-34 CCC, EAC, UL, EN 60335-2-34 CCC, EAC, UL, EN 60335-2-34
Starting torque HST LST HST LST
Note -/ -
Applications with TL3G
Conf. 1 Conf. 2 Conf. 3 Conf. 4
Refrigerant R134a R134a R134a R134a
Application LBP+MBP+HBP LBP+MBP+HBP LBP LBP
System cooling static static static static
Hot gas defrost OK OK OK OK
Long interval pull down OK OK OK OK
Electrical data - Configurations with TL3G
Conf. 1 Conf. 2 Conf. 3 Conf. 4
Starting device type relay PTC relay PTC
Run capacitor - -/- -/- -/-
Start capacitor 60uF -I- 60uF -/-
LRA (locked rotor amps / 4s) 4,8A 3,4A -A -A
RLA (rated load amps / 1s) 0,8A 0,8A -A -A
Cut in current 8,3A 8,3A -A -A
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Technical Data Compressor SECCTP
Model

i i : 102G4353
Designation TL3G 220-240V/50Hz 1~ 208-230V/60Hz 1~ Sales code:
Compressor dimensions
Housing A Height 163,5mm / 6,44in

B Height 159mm / 6,26in
C Length shell 176,5mm / 6,95in @m o
D Length w. cover 222mm / 8,74in @ C @
E Width 157mm/ 6,18in (/ \
Connectors Suction Discharge Process AB h
X Y z
Diameter [mm]| @i6,11-6,29 | @i5,12-5,22 | @i6,11-6,29
(iiinside, o:outside)  [in]] 2i0,24-0,25 | i0,2-0,21 | @i 0,24-0,25 D vertical angle
Material copper copper copper
Horizontal angle $2° 20° 51° 135°
Vertical angle +2° 90° 90° 90° . °] horizontal angle
bosition Ui mm| es27/71 | 9612531 | -75/127/64 WJ N
[in]] 2,7/5/2,8 3,8/4,9/1,2 -3/5/2,5
Straight tube I. [mm] 12 12 12 .
[in] 0,5 0,5 0,5
Compressor fixation
Bolt joint
Baseplate [mm] [inch]
B [ 204 [ 803 | Washer, by
Compressor ba eeve
Large holes  [mm] [inch]
LI 165 6.5
Lw 101.6 4 N\
oL 219 20.75 Cabinét base Bolt  Rubber grommet
Small holes  [mm] [inch]
Sl 170 6.7
e Teow Snap-on
Mounting accessories one comp. multi pack Cumpres:ﬁ: Steel pin
Bolt joint | M6 | 216mm 118-1917 118-1918
Bolt joint | 1/4" | 216mm 118-1946
Snap-on | 7,3 | g16mm 118-1947 118-1919 Cabinét base Rubber grommet

Application notes

LRA value on compressor label and datasheet may differ due to different test conditions for UL approval.
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Technical Data Compressor SECCTP
Model
Designation Conf. 1 102G4353

anat TL3G 220-240V/50Hz
Configuration Electrical accessories / wiring diagram
Motorconfiguration CSIR CSIR
Power supply (nominal) 220-240V/50Hz 1~
Refrigerant R134a
Application LBP+MBP+HBP
Voltage range 187-254V
Starting torque HST
Approvals CCC
EAC
UL

EN 60335-2-34

Ambient temperatures / system cooling

Ambient temperature min.:
Ambient temperature max.:

10°C/50°F
43°C/ 110°F

System cooling

(n/a: outside limits;

T ambient LBP MBP HBP
32°C /90°F static static fan 3m/s
38°C / 100°F static static fan 3m/s
43°C [ 110°F static static fan 3m/s

Operation pressure range

170 80
- 70 1
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3 60 !
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= |
® 110 40 i
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2 90 30 '
a
g’ 70 20 e continuous operation
B 50 10 = = = transitory operation
c T T T T T
é [AC] -50 -40 -30 -20 -10 O 10 20 30 40
o "
© [A] 58 338 -18 2 22 42 62 82 102

evaporation pressure  (sat. temp.)

25
i
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] I :
L 15 |
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> I o
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c ] continuous operation
8 0 e e ransitory operation
c T : s
8 0 2 4 6 8 10 12

evaporation pressure [bar a]

Main winding; Winding protector Start winding

Components
a2 assy. relay

start capacitor (60pF)
plastic cover
cord relief

Alternative components

b plastic cover

117U6009
117U5014
103N2010
103N1010

103N2011
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Technical Data Compressor SECCTP
Model

i i . : 102G4353

Designation TL3G 220-240V/50Hz Conf. 1 Sales code
Optimization + standard conditions R134a, 220V/50Hz, CSIR, static, CCC, EAC, UL, EN 60335-2-34

Evaporating pressure (saturation temperature)

Condensing pressure (saturation temperature) Power consumption
Return gas temp. Current consumption
Liquid temp. Ref. mass flow
|Coo|ing capacity COP EER P1 I 'H

pe pc RGTTIlig [W] [Btu/h]  [kcal/h]  [W/W] [Btu/Wh] [kcal/Wh] [W] [A] [ka/h]

[Cl| -23) 541 320 32 g3 | 199 | 501 | 085 | 290 | 073 | 686 | 070 | 113 | asrracier

[°F] | -10| 130] 90| 90

rc1| -7 54| 35| 46

139,2 475 119,8 1,34 4,59 1,16 103,6 0,79 3,04 ASHRAE MBP
[°F1 | 20]130f 95]115

[°C]| 7.2 54| 35| 46

257,1 878 221,3 1,86 6,36 1,60 138,0 | 0,89 570 | AstraEHBP
[°F] | 45|130| 95| 115

rcy| 35 40| 20| 40

30,0 102 25,8 0,59 2,02 0,51 50,7 0,67 0,66 | EN12000LBP
[°F] | -31| 104| 68| 104

[°C]| -10| 45| 20| 45

126,8 433 1092 | 136 4,66 1,17 93,0 0,75 2,97 | ent2000 vBP
PF | 14|113| e8| 113

rcl| s| 50| 20| s0

223,6 764 1925 1,74 5,95 1,50 128,4 0,86 5,64 EN12900 HBP
[°F] | 41| 122] 68| 122
Performance tables R134a, 220V/50Hz, CSIR, static, CCC, EAC, UL, EN 60335-2-34
pe Cooling capacity COP EER P1 | m

[°C] |[°F] W] [Btu/h] | [kcal/h] | [W/W] [ [Btu/Wh]|[kcal/Wh] W] [A] [kg/h]
[°C/°F] -30[ -22] 39,1 133 33,6 0,68 2,34 0,59 57,1 0,68 0,84
cond. pressure -25( -13] 56,2 192 48,4 0,86 2,95 0,74 65,0 0,69 1,22
pc=45/113 -15] 5] 101,9 348 87,7 1,23 4,19 1,06 83,1 0,73 2,22
return gas temp. -10( 14} 131,6 449 113,3 1,41 4,83 1,22 93,0 0,75 2,88
RGT= 32/90 0| 32] 207,9 710 178,9 1,82 6,23 1,57 113,9 0,81 4,60
liquid temp 5( 41] 255,7 873 220,0 2,05 7,00 1,76 1247 0,85 5,69
Tlig= 45/113 15| 59| 373,7 1276 321,6 2,55 8,73 2,20 146,3 0,93 8,46
[°C ] °F] -30( -22] 25,3 87 21,8 0,44 1,50 0,38 57,7 0,68 0,60
cond. pressure -25| -13] 40,9 140 35,2 0,62 2,12 0,53 65,8 0,70 0,98
pc= 55/131 -15( 5] 80,5 275 69,3 0,95 3,23 0,81 85,2 0,74 1,94
return gas temp -10| 14] 105,8 361 91,0 1,10 3,76 0,95 96,2 0,77 2,56
RGT= 32/90 o[ 32} 1704 582 146,7 1,42 4,85 1,22 120,1 0,84 4,17
liquid temp 5( 41] 2110 721 181,6 1,59 5,42 1,37 132,8 0,88 5,20
Tlig= 55/131 15| 59| 311,7 1065 268,3 1,96 6,69 1,69 159,1 0,97 7,83
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Technical Data Compressor SECCTP
Model
Designation TL3G 220-240V/50Hz Conf. 2 Sales code: 102G4353
Configuration Electrical accessories / wiring diagram
Motorconfiguration RSIR RSIR
Power supply (nominal) 220-240V/50Hz 1~
Refrigerant R134a
Application LBP+MBP+HBP
Voltage range 187-254V
Starting torque LST
Approvals CCC

EAC
UL
EN 60335-2-34
Ambient temperatures / system cooling
Ambient temperature min.: 10°C / 50°F
Ambient temperature max.: 43°C [/ 110°F
System cooling  (n/a: outside limits
T ambient LBP MBP HBP
32°C /90°F static static fan 3m/s
38°C / 100°F static static fan 3m/s
43°C [ 110°F static static fan 3m/s
Winding protector; ~
Operation pressure range
170 80 Components
2 150 1 al PTC starter (220V, 250hm, 4.8mm) 103N0018
8 150 60 : b  plastic cover 103N2010
g 50 i cord relief 103N1010
o 110 40 | g protection screen for PTC 103N0476
>
o 90 |
4 30 I
[o8
g’ 70 20 e continuous operation
Q 50 10 - {- - t{ransnor‘y opera{ton ‘
g [AC]-50 -40 -30 20 -10 0 10 20 30 40 Alternative components
evaporation pressure  (sat. temp.) b plastic cover 103N2011
25 cord relief 103N1010
° - o =] = |- l— protection screen for PTC 103N0476
= 20 I |
2,
15 !
>
@ | [
9 10
o |
2 [ —
Q / continuous operation
8 0 e e {ransitory operation
=i ‘ ‘ ‘
8 0 2 4 6 8 10 12

evaporation pressure [bar a]
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Technical Data Compressor SECCTP
Model

— _ : 102G4353

Designation TL3G 220-240V/50Hz Conf. 2 Sales code
Optimization + standard conditions R134a, 220V/50Hz, RSIR, static, CCC, EAC, UL, EN 60335-2-34

Evaporating pressure (saturation temperature)

Condensing pressure (saturation temperature) Power consumption
Return gas temp. Current consumption
Liquid temp. Ref. mass flow
|Coo|ing capacity COoP EER P1 I H

pe pc RGTTlig [W] [Btu/n]  [kcal/h]  [W/W] [Btu/wh] [kcal/Wh] [W] [A] [kg/h]

[CI| -23| 541 321 32 ga3 | 199 | 501 | 085 | 290 | 073 | 686 | 070 | 113 | Asrraeier

-10[ 130 90| 90

rc1| -7 54| 35| 46

139,2 475 119,8 1,34 4,59 1,16 103,6 0,79 3,04 ASHRAE MBP
20[ 130] 95| 115

257,1 878 221,3 1,86 6,36 1,60 138,0 0,89 5,70 ASHRAE HBP
45( 130| 95| 115

ey | -35 40| 20| 40

300 | 1202 | 258 | 050 | 202 | o051 | 507 | 067 | 066 | enizeoorer
°F] | -31| 104 68| 104
[CI| -10f 451 201 45| o6 0 | 433 | 1002 | 136 | 466 | 117 | 930 | o075 | 297 | enizscomer
F] | 14]113| e8| 113
[(CT| S| 501 201 801 5536 | 764 | 1025 | 1,74 | 595 | 150 | 1284 | 086 | 564 | enizeoorer
F] | 41]122| e8| 122
Performance tables R134a, 220V/50Hz, RSIR, static, CCC, EAC, UL, EN 60335-2-34
pe Cooling capacity COP EER P1 | m

ccrler ] w1 | Btwm | kearny | wiw | Btuwhg | keawng]  wi Al | kg
[°C / °F] 30| 22| 39,1 133 | 336 | 068 | 234 | 059 | 57,1 | 068 | 084
cond. pressure 25| 13| 56,2 102 | 484 | oss | 295 | 074 | 650 | o069 | 122
pe= 45/113 15| s| 1019 | 348 | 877 | 123 | 419 | 106 | 821 | 073 | 222
return gas temp. 10| 14| 1316 | 440 | 1133 | 141 | 483 | 122 | 930 | 075 | 288
RGT= 32/90 ol 32| 2079 | 710 | 1789 | 182 | 623 | 157 | 1139 | o081 | 460
liquid temp 5| 41 2557 | 873 | 2200 | 205 | 700 | 176 | 1247 | o085 | 5609
Tlig= 45/113 15| 50| 3737 | 1276 | 3216 | 255 | 873 | 220 | 1463 | 093 | 846
[°C / °F] 30| 22 253 87 218 | 044 | 150 | 038 | 577 | 068 | 0,60
cond. pressure 25| 13| 409 | 140 | 352 | o062 | 212 | 053 | €58 | 070 | o098
pc= 55/131 15| s| sos5 | 275 | 693 | 095 | 323 | o8t | 82 | 074 | 1,04
return gas temp 10| 14| 1058 | 361 | 910 | 110 | 376 | o095 | 962 | 077 | 256
RGT= 32/90 o 32| 1704 | s82 | 1467 | 142 | a8 | 122 | 1201 | o084 | 417
liquid temp 5| 41] 2110 | 721 | 1816 | 1590 | 542 | 137 | 1328 | o088 | 520
Tlig= 55/131 15| 59| 3117 | 1065 | 2683 | 196 | 6690 | 1,60 | 1501 | o097 | 7.83
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Technical Data Compressor SECCTP
Model
Designation Conf. 3 Sales code: 102G4353

g TL3G 208-230V/60Hz
Configuration Electrical accessories / wiring diagram
Motorconfiguration CSIR CSIR
Power supply (nominal) 208-230V/60Hz 1~
Refrigerant R134a
Application LBP
Voltage range 198-254V
Starting torque HST
Approvals CCC
EAC
UL

EN 60335-2-34

Ambient temperatures / system cooling

Ambient temperature min.:

Ambient temperature max.:

10°C/50°F
43°C/ 110°F

System cooling

(n/a: outside limits;

T ambient LBP MBP HBP
32°C/90°F static n/a n/a ‘
38°C / 100°F static n/a n/a
43°C / 110°F static n/a n/a g :
S U W i
Main winding{  \yinding protector Start winding

Operation pressure range

170 80 Components
2 150 70 1 a2 assy. relay 117U6009
8 150 60 : start capacitor (60pF) 117U5014
3 50 i plastic cover 103N2010
o MO 4 ! cord relief 103N1010
>
o 90 |
4 0 I
o
g’ 70 20 e continuous operation
Q 50 10 - {- - Eran5|t05y opera{llon {
§ [AC] 50 -40 -30 -20 -10 O 10 20 30 40 Alternative components
o L
© [A] 58 38 -18 2 22 42 62 82 102

evaporation pressure  (sat. temp.)

25 b plastic cover 103N2011
=
5 20—
g | |
()
5 15— {
g 10 I I
o
= 5
g / continuous operation
8 0 e e  fransitory operation
S : i i
8 0 2 4 6 8 10 12

evaporation pressure [bar a]
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Technical Data Compressor SECCTP
Model

— _ : 102G4353

Designation TL3G 208-230V/60Hz Conf. 3 Sales code
Optimization + standard conditions R134a, 220V/60Hz, CSIR, static, CCC, EAC, UL, EN 60335-2-34

Evaporating pressure (saturation temperature)

Condensing pressure (saturation temperature) Power consumption
Return gas temp. Current consumption
Liquid temp. Ref. mass flow
|Coo|ing capacity COoP EER P1 I H

pe pc RGTTlig [W] [Btu/n]  [kcal/h]  [W/W] [Btu/wh] [kcal/Wh] [W] [A] [kg/h]

[CI| -23) 541 321 32 o7 | 931 | s1 | 092 | 315 | 079 | 732 | o064 | 131 | asrraeier

-10[ 130 90| 90

rc1| -7 54| 35| 46

164,6 562 141,6 1,35 4,59 1,16 1223 0,77 3,59 ASHRAE MBP
20[ 130] 95| 115

304,4 1040 262,0 1,67 571 1,44 182,1 0,91 6,75 ASHRAE HBP
45( 130| 95| 115

ey | -35 40| 20| 40

349 | 119 | 301 | o065 | 222 | o056 | 538 | 057 | 077 | enizeoorer
°F] | -31| 104 68| 104
[CI| -10f 451 201 45 55 | 497 | 1252 | 138 | 472 | 119 | 1052 | 073 | 341 | enizscomer
F] | 14]113| e8| 113
[(CT| S| 501 20] 801 5509 | gg2 | 2221 | 158 | 538 | 136 | 1639 | 088 | 650 | Enizeoorer
F] | 41]122| e8| 122
Performance tables R134a, 220V/60Hz, CSIR, static, CCC, EAC, UL, EN 60335-2-34
pe Cooling capacity COP EER P1 | m

ccrler ] w1 | Btwm | kearny | wiw | Btuwhg | keawng]  wi Al | kg
[°C / °F] 30| 22| 453 | 155 | 389 | 075 | 258 | 065 | 600 | 060 | 098
cond. pressure 25 13| es1 | 222 | s60 | 094 | 322 | o081 | es9 | o062 | 141
pe= 45/113 23| 10| 72,7 | 248 | 626 | 100 | 343 | o8 | 723 | 063 | 158
return gas temp. 20| -4| 889 | 304 | 765 | 112 | 382 | 09 | 794 | o066 | 1,93
RGT= 32/90 15| 5| 1174 | 401 | 1010 | 128 | 438 | 110 | 915 | o069 | 256
liquid temp 10| 14| 1510 | 516 | 1209 | 144 | 490 | 124 | 1052 | 073 | 330
Tlig= 45/113 5| 23] 1903 | 650 | 1638 | 158 | 539 | 136 | 1207 | 078 | 419
[°C / °F] 30| 22| 205 | 101 | 254 | 049 | 168 | 042 | 600 | 060 | 0,70
cond. pressure 25| 13| 474 | 162 | 408 | o068 | 232 | os8 | 697 | 063 | 113
pc= 55/131 23| 10| 543 | 185 | 467 | 074 | 252 | oes | 735 | o064 | 130
return gas temp 20| -4| e89 | 235 | 593 | o085 | 289 | 073 | 814 | o066 | 165
RGT= 32/90 15| 5| o946 | 323 | 814 | 099 | 339 | o8 | 952 | 070 | 2028
liquid temp 10| 14| 1251 | 427 | 1077 | 113 | 38 | o097 | 1121 | 074 | 303
Tlig= 55/131 5| 23| 1609 | 550 | 1385 | 125 | 425 | 107 | 1202 | 079 | 301
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Technical Data Compressor SECCTP
Model
Designation Conf. 4 Sales code: 102G4353

g TL3G 208-230V/60Hz
Configuration Electrical accessories / wiring diagram
Motorconfiguration RSIR RSIR
Power supply (nominal) 208-230V/60Hz 1~
Refrigerant R134a
Application LBP
Voltage range 198-254V
Starting torque LST
Approvals CCC
EAC
UL

EN 60335-2-34

Ambient temperatures / system cooling

Ambient temperature min.:
Ambient temperature max.:

10°C/50°F
43°C/ 110°F

System cooling

(n/a: outside limits;

103N0018
103N2010
103N1010
103N0476

103N0011
103N2011
103N1010
103N0476

T ambient LBP MBP HBP

32°C/90°F static n/a n/a

38°C/ 100°F static n/a n/a

43°C [ 110°F static n/a n/a

Winding protector; ~
Operation pressure range
170 80 Components

2 150 1 al PTC starter (220V, 250hm, 4.8mm)
8 60 ! b  plastic cover

= 130 | .

i} 50 ) cord relief

o 110 40 | g protection screen for PTC
>

o 90 |

4 0 I

o

g’ 70 20 e continuous operation
Q 50 10 - {— —t{ransnor}y opera{tlon { .
§ [AC] 50 -40 -30 -20 -10 O 10 20 30 40 Alternative components

evaporation pressure (sat. temp.) b plastic cover
25 cord relief

° - - - protection screen for PTC
= 20

g I I

() [

5 15— {

g 10 I I

o

= 5

g / continuous operation

8 e e fransitory operation

0 f f f
c
8 0 2 4 6 8 10 12

evaporation pressure [bar a]
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Technical Data Compressor SECCTP
Model

— _ : 102G4353

Designation TL3G 208-230V/60Hz Conf. 4 Sales code
Optimization + standard conditions R134a, 220V/60Hz, RSIR, static, CCC, EAC, UL, EN 60335-2-34

Evaporating pressure (saturation temperature)

Condensing pressure (saturation temperature) Power consumption
Return gas temp. Current consumption
Liquid temp. Ref. mass flow
|Coo|ing capacity COoP EER P1 I H

pe pc RGTTlig [W] [Btu/n]  [kcal/h]  [W/W] [Btu/wh] [kcal/Wh] [W] [A] [kg/h]

[CI| -23) 541 321 32 o7 | 931 | s1 | 092 | 315 | 079 | 732 | o064 | 131 | asrraeier

-10[ 130 90| 90

rc1| -7 54| 35| 46

164,6 562 141,6 1,35 4,59 1,16 1223 0,77 3,59 ASHRAE MBP
20[ 130] 95| 115

304,4 1040 262,0 1,67 571 1,44 182,1 0,91 6,75 ASHRAE HBP
45( 130| 95| 115

ey | -35 40| 20| 40

349 | 119 | 301 | o065 | 222 | o056 | 538 | 057 | 077 | enizeoorer
°F] | -31| 104 68| 104
[CI| -10f 451 201 45 55 | 497 | 1252 | 138 | 472 | 119 | 1052 | 073 | 341 | enizscomer
F] | 14]113| e8| 113
[(CT| S| 501 20] 801 5509 | gg2 | 2221 | 158 | 538 | 136 | 1639 | 088 | 650 | Enizeoorer
F] | 41]122| e8| 122
Performance tables R134a, 220V/60Hz, RSIR, static, CCC, EAC, UL, EN 60335-2-34
pe Cooling capacity COP EER P1 | m

ccrler ] w1 | Btwm | kearny | wiw | Btuwhg | keawng]  wi Al | kg
[°C / °F] 30| 22| 453 | 155 | 389 | 075 | 258 | 065 | 600 | 060 | 098
cond. pressure 25 13| es1 | 222 | s60 | 094 | 322 | o081 | es9 | o062 | 141
pe= 45/113 23| 10| 72,7 | 248 | 626 | 100 | 343 | o8 | 723 | 063 | 158
return gas temp. 20| -4| 889 | 304 | 765 | 112 | 382 | 09 | 794 | o066 | 1,93
RGT= 32/90 15| 5| 1174 | 401 | 1010 | 128 | 438 | 110 | 915 | o069 | 256
liquid temp 10| 14| 1510 | 516 | 1209 | 144 | 490 | 124 | 1052 | 073 | 330
Tlig= 45/113 5| 23] 1903 | 650 | 1638 | 158 | 539 | 136 | 1207 | 078 | 419
[°C / °F] 30| 22| 205 | 101 | 254 | 049 | 168 | 042 | 600 | 060 | 0,70
cond. pressure 25| 13| 474 | 162 | 408 | o068 | 232 | os8 | 697 | 063 | 113
pc= 55/131 23| 10| 543 | 185 | 467 | 074 | 252 | oes | 735 | o064 | 130
return gas temp 20| -4| e89 | 235 | 593 | o085 | 289 | 073 | 814 | o066 | 165
RGT= 32/90 15| 5| o946 | 323 | 814 | 099 | 339 | o8 | 952 | 070 | 2028
liquid temp 10| 14| 1251 | 427 | 1077 | 113 | 38 | o097 | 1121 | 074 | 303
Tlig= 55/131 5| 23| 1609 | 550 | 1385 | 125 | 425 | 107 | 1202 | 079 | 301
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