Single ~
Packs SECCP

Single Pack KLE5.6GFHX 115-127V 60Hz CSIR

Single pack code number: 195B4800

Position  Title Code Amount
1 Compressor KLES.6GFHX 106G6613 1
2 Bolt joint for one compressor | M6 | g16mm 18-1917 1
Below electrical equipment is pre-assembled on the compressor:

3 Starting relay (QLZ-11.6A, overload protector T1248/L6) 117U7083 1
A Starting capacitor (240puF 125V, 6.3mm) 17U5002 1
5 Cable clamp 16058100 1
6 Screw for cable clamp 10636000 1
7 Screw for cable clamp 10636200 1
8 Cover 10636401 1
9 Earth screw 10641201 1
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Technical Data Compressor
Model
i i : 106G6613
Designation KLE5.6GFHX 115-127V/60Hz 1~ Sales code:
Compressor design
Oil type Polyolester Refrigerant(s) R134a, R513A
Oil viscosity 19,2¢St Displacement 5,6cm?/ 0,34cu.in
Oil quantity 200cm?®/ 6,8fl.oz Compressors on pallet 100

Refr. charge - tech. limit
Free gas volume comp.
Weight

Motor protection
Winding resistance main
Winding resistance aux
Max. winding temp.

Max. discharge temp.
Additional note

300g/ 10,60z
1605cm?® / 54,3fl.oz
9,5kg / 20,9Ibs
external

10,7Q (at 25°C)
17Q (at 25°C)

125°C / 257°F
130°C / 266°F KL-Series

Good robustness against liquid intake.
Ice-cube maker optimization - indirect suction intake.

General - Configurations with KLE5.6GFHX

Motor configuration
Power supply (nominal)
Number of phases
Voltage range
Approvals

Starting torque

Note

Conf. 1

CSIR

115-127V/60Hz

1

95-140V

uL

HST

Electrical equipment is included and pre-assembled to compressor.

Applications with KLE5.6GFHX

Refrigerant
Application

System cooling

Hot gas defrost

Long interval pull down

Conf. 1

R134a
LBP+MBP+HBP
fan 3m/s

OK

OK

Electrical data - Configurations with KLE5.6GFHX

Starting device type
Run capacitor
Start capacitor

LRA (locked rotor amps / 4s/ U(N))
RLA (rated load amps / 1s/ U(N))

Cut in current (UNy)

Technical data sheet, general data

Conf. 1
relay
-/-
240uF
31,1A
4,3A
27,8A
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Technical Data Compressor
Model
i i . 106G6613
Designation KLE5.6GFHX 115-127V/60Hz 1~ Sales code:
Compressor dimensions
Housing A Height 182mm / 7,17in
B Height 175mm / 6,89in
C Length shell 198mm / 7,8in C
D Length w. cover 238mm / 9,37in
E Width 160mm / 6,3in Y
Connectors Suction Discharge Process AlB 4 X N
X Y V4
Diameter [mm]| @i8,11-8,29 | @i6,41-6,59 | @i6,41-6,59
(i:inside, o:outside) [in]| @i 0,32-0,33 | @i 0,25-0,26 | @i 0,25-0,26 vertical angle
Material copper copper copper i
Horizontal angle +2° 35° 13° 0° |
Vertical angle +2° 30° 40° 145° E ) i horizontal angle
" [mm]] 119/73/59 117/107/66 -88/101/71 ! \f
Position I/h/w w i
[in]] 4,7/2,9/2,3 4,6/4,2/2,6 -3,5/4/2,8 @ !
Straight tube . [mm] 14 14 14 .—.i
[in] 0,5 0,5 0,5 '
Compressor fixation
Bolt joint
Baseplate [mm] [inch]
BI 204 8.03
Bw 132 52
oE 297 | 0038
. a Large holes  [mm] [inch]
l; - L 165 | 65
2z 2 w Lw 016 | 4 ;
[aa| V)] ujl-[ @S [o0 219 | 2075 Bolt  Rubber giommet
e i w Small holes  [mm] [inch]
i Sl 170 6.7 Cran.An
Sw 70 2.76 MIAp Ul
oS 016 2 0.63
Mounting accessories one comp. multi pack
Bolt joint | M6 | 216mm 118-1917 118-1918
Bolt joint | 1/4" | 216mm 118-1946
BOIt jOint | ﬂ1/4“ | ﬂ1 gmm 118_1949 Cabinet base Rubber grommet
Snap-on | 87,3 | 216mm 118-1947 118-1919

Application notes

Provision for PE Grounding is located at the PE Stamp on the compressor

Suctiongas connector and Process connector can be switched (minor loss of cooling capacity)

Recommanded voltage range for HBP is 103-140V/60Hz

Technical data sheet, general data
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H ~
Technical Data Compressor SECCP
Model
Designation Conf. 1 Sales code: 106G6613

I KLES5.6GFHX 115-127V/60Hz

Configuration Electrical accessories / wiring diagram

Motor configuration CSIR CSIR
Power supply (nominal) 115-127V/60Hz 1~

Refrigerant R134a
Application LBP+MBP+HBP
Voltage range 95-140V
Starting torque HST
Approvals UL

8918-3
Ambient/ machine room temperatures minimum /maximum
Machine room temperature range: 10-48°C/50-119°F
Compressor cooling: fan 3m/s
Operation pressure range ¢}
170 80 Components (inci. and pre. assembi.)

2 150 0 A a5 current relay (T1248/L6) 117U7083
:‘Eﬂ_ 150 60 7 n - c start capacitor (240uF) 117U5002
© N

f 50 i b, d cover + clamp + screws(5VA-compl.) 103N0600
g 10 o )

] 90

5 30

2 7 2 . .

' — contlnuous oper;tlon

S 50 10 - - —t:ransltogy opera:tlon :

E [°’C]-50 -40 -30 -20 -10 0 10 20 30 40 Alternative comp.

° PFl 58 38 18 2 2 4 6 82 102

evaporation pressure (sat. temp.)

25

8 20 v

o 2 N - b, d 100x cover + clamp + screws(5VA) 103N2060
=

§ 5 S b, d cover + clamp + screws(5VA) in bag 103N1060
& 10 — =

2 —

3 .

[} — CONtiN ration

T — ] — —  transitory operation

° O T T T

© 0 2 4 6 8 10 12

evaporation pressure [bara]
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Technical Data Compressor
Model
Designation Conf. 1 Sales code: 106G6613

KLES.6GFHX 115-127V/60Hz

Optimization + standard conditions

R134a, 120V/60Hz, CSIR, fan 3m/s, UL

Evaporating pressure (saturation temperature)
Condensing pressure (saturation temperature) Power consumption
Return gas temp. Current consumption
Liquid temp. Ref. mass flow
Cooling capacity COP EER P1 I m
pe pc RGTTlg [W] [Btwh] [kcalh] [W/W]  [BtuWh] [kcal/Wh] [W] Al [kg/h]
UCI) -23| 54| 321 320 1957 | 662 | 1667 | 130 | 443 | 1,12 | 1494 | 244 | 376 | aswraeree
°F] | -10] 130] 90| 90
CCIf 7] 541 35 461 4013 | 1370 | 3453 | 186 | 634 | 160 | 2162 | 285 | 875 | asHraemee
°F1 | 20| 130| 95[115
CCI| 72| 54) 35 460 7140 | 2438 | 6144 | 261 | 891 | 224 | 2738 | 327 | 1584 | asvraewee
°F1 | 45| 130| 95[115
[CI| -35] 401 201 408 106 | 319 | 783 | o085 | 291 | 073 | 1069 | 226 | 200 | entzs00.sp
°F] | -31| 104| 68104
[CI| -10] 45| 20 450 3496 | 1194 | 3008 | 1.83 | 623 | 157 | 1915 | 268 | 818 | ent2soomer
F1 | 14| 113] 68[113
Ol 5| 501 20 SO gog0 | 2076 | 5233 | 241 | 824 | 208 | 2519 | 311 | 1532 | entzsoomer
°F | 41| 122| 68[122
Performance tables R134a, 120V/60Hz, CSIR, fan 3m/s, UL
pe Cooling capacity COP EER P1 I m

celler] wi | Bwm | keathy | wiwg | Bruwn | keaiwnl]  w Al [kg/h]
°C / °F] 23| -10] 1851 | e32 | 1503 | 1,23 | 4,21 1,06 | 1501 | 244 | 4,01
cond. pressure 23| -10] 1851 | 632 | 1593 | 1,23 | 421 1,06 | 1501 | 244 | 4,01
pc= 45/113 5| 5| 2863 | 978 | 2464 | 162 | 555 | 140 | 1763 | 259 | 624
return gas temp. o| 15| 3720 | 1270 | 3201 | 1,93 | 658 | 166 | 1932 | 269 | 814
RGT= 32/90 o| 32| 5588 | 1008 | 4809 | 251 | 858 | 216 | 2224 | 289 | 12,36
liquid temp 72| 45| 7426 | 2536 | 639,14 | 301 | 1020 | 259 | 2464 | 306 | 16,59
Tlig= 45/113 15| 59| 9868 | 3370 | 8492 | 359 | 1224 | 300 | 2752 | 328 | 2235
°C / °F] 23| 10| 156,7 | 535 | 1348 | 105 | 350 | o091 | 1490 | 244 | 375
cond. pressure 23| 10| 156,7 | 535 | 1348 | 105 | 359 | 091 | 1490 | 244 | 375
pc= 55/131 5| 5| 2451 | 837 | 2109 | 1,34 | 456 | 115 | 1833 | 264 | 590
return gas temp o| 15| 3196 | 1002 | 2751 | 1,55 | 5,31 134 | 2057 | 278 | 7,73
RGT= 32/90 ol 32| 4825 | 1648 | 4152 | 198 | 675 | 1,70 | 2443 | 305 | 11,80
liquid temp 72| 45| 6438 | 2199 | 5541 | 234 | 798 | 201 | 2755 | 328 | 1592
Tlig= 55/131 15| 59| 8597 | 2936 | 7399 | 2,75 | 940 | 237 | 3123 | 356 | 2159
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KL Compressors

Keep electrical equipment
clear from oil, chemicals,

and water

AEL

When operated with a flammable

refrigerant, only spark-proof
starting equipment is allowed.

8918-4
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@ﬁ/ KL Compressors
I~ Keep electrical equipment When operated with a flammable
clear from oil, chemicals, () refrigerant, only spark-proof
and water starting equipment is allowed.

8238-66

Service/Repair — R290, R600a, R170, R1270, R1234yf

(applies to all flammable refrigerants)

A
=
N
~
=)

R1234yf

T

8545

Dismantling, recycling, disposal: At the end of a compressor’s lifecycle, proceed by separating and storing components according to their environmental impact. Parts that may cause pollution must be clearly
identified and handled separately, ensuring appropriate disposal. Refrigerant gas must not be released into the environment and should be recovered by qualified operators. Compressor oil must also be collected
separately. The compressor should be disposed of at specialized disposal centers in accordance with the applicable regulations. Subject to modifications/alterations. www.secop.com
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